Acro
Engineering

100Watts, Single Output

Incorporation

Features:
e Hidh paverdersity
« Corvedioncoded
Rols conplane
3 -yea wararty

s Grat rdiablity
s DINrail/l Wd baclet nouriingsoutian
= Ovevotagepradecton
s Oveloa potedion
s Shat crcut praecton
Dimensions:121(D)x110(H)x56(W)mm « Optond Alarnsighal/ Relurdart furction
| General Specifications |
INPUT OUTPUT
Input wltae............... 10220+ B%sdedabe Hold-upime Rull lod@220/C).................. 20mMin.
INput FEQUertY ... A7T63H Temp. Geffi@nt ..........ccooevevveeeereene, +0.04%°C
Inrshcurert ..o, 2A10WC Overvitage mtection...........cccceereeenne. Autoreavery
(@ldstat) . . H4AR20/AC Overlod protetion .............cceveeeveveenane.. Powr limite
EMC STANDARDS Short itcuit ptection.............ccccev e, Aitoreceery
Tramsient reponse.. (Lod chang 50%0 100%
EN 501 (assB \bltage @viation..........ccccceeeviveiiieeiie e 5%
EN 5022 Clas B REOVEIY INE ..o thS
EN @00064-2 Leel 3
EN @0064-3 Leel 3 SAFETY STANDARDS
EN @0064-4 Leel 3 )
EN 60004-5 Leel 3 (€ EN 6050 (Meking))
EN 60004-6 Leel 3 3=\ UL 60950(Meet)
EN @0064-8 Leel 3 e
EN €0064-1 Leel 3 A CSA 22.2(Meet)
ENVIRONMENTAL
Operating temperature: -20C ~ 50C ambient, derating each oat®16% per degrfeem 5 to 70C

Operating humidity: Non-condensing, 5% ~ 95%RH.
Vibration:  Random vibration, 10R2KHz, 3axise.
MTBF: 150,000hrs Min. Per MIL-HDBK-217 G5
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AD71700S Series

| Output Specifications |

O/P voltage Loading (A) Ripple
Adjustment  Min. Rated Max. Noise

AD1100-12S +12VD& 10% 0A 8.3A 8l8AmVp-p * 1% *
AD1100-24S +24¥DC 10% O0A 42A  150mVp-p + 1% 1% 83%
AD1100-48S +48¥DC 10% 0A 21A  250mVp-p 1% * 1% 83%

Overvoltage

Model Protection

Line Reg. Load Reg. Efficiency

NOTE: Each output can supply up to maximum current, but total loading can not exceed rated output wattage.

Line regulation is measured from low line to high line at rated load.

Load regulation is measured from 20% to 100% of rated load at 110VAC input.

Ripple & Noise is measured by using a 0.1uF/630V metalized capacitor & a 47uF electrolytic
capacitor parallel on the test point, at rated load and 110VAC input.

5. Efficiency is measured at rated load and 110VAC input.
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|  Mechanical Details |
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